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TECHNICAL INFORMATIONS 

DISOLIMP F SPRAY           
  

  

 

DISOLIMP F is a cleaning agent for electric motors and electronic systems. The product is neutral and 

does not damage the coating of devices. It quickly removes grease, carbon powder and impurities 

deposited in the windings of coils and other elements embedded in the winding of the coil or other 

elements of the device. The product is suitable as an electrical insulation, has low toxicity. 

 

  

PHYSICAL CHARACTERISTICS 

 

Density at 15°C (grs / cm3) ................................................... 0.86 

Viscosity at 35°C (mPa.s) ...................................................... 0.75 

Flammability temperature (°C) ... ......................................... 52 

Boiling point (°C) ................................................................... 166 - 180 

Brome number ...................................................................... 0.03 

Saybolt color ... ..................................................................... + 30 

Aniline point (°C) ... ................................................................ 76 

Distillation range 5-95% (°C) ... .............................................. 1 

Sulfur (ppm) ... ............................................. .......................... 0 

Freezing temperature (°C) ... .................................................. 30 

Refractive index at 20° C ... ..................................................... 1,411216 

Water (ppm) ... ....................................................................... 40 

Corrosion of copper ... ............................................................ 1A 

Acidity (mg KOH / gr) ... .......................................................... <0.005 

The ability to dissolve using the Kauri-Butanol method ......... 25 

Aromatics (% peso) ... ................................................................ 1 

50 micron electrical insulation (Volt) ...................................... > 2000 

 

PRESENTATION AND STORAGE 

 

Metal spray cans 500ml and 5 liter containers on request 

Store closed containers in a dry place and far off sun light or a heat source. 

http://www.eurodrut.pl/
http://www.sklepeurodrut.pl/
mailto:INFO@EURODRUT.PL

