EUROGLASS - rectangular conductor of copper, covered with glassfibre

yarn, thermal class 180°C

STANDARDS

IEC 60317-31 or according to customer specifications

DIMENSIONAL RANGE (mm)

Insulation increase

Designation Nominal width of conductor Increase in thickness Increase in width

2,00<w<3,15 0,16 +0,04 max. 0,20
3,15<w<6,30 0,18+0,04 max. 0,22
A - 6,30<w<1250 0,21 +£0,05 max. 0,26
12,50 <w < 20,50 0,24 £ 0,06 max. 0,30
2,00sw<3,15 0,27 £ 0,06 max. 0,33
3,15<w<6,30 0,30+0,07 max. 0,37

EUROGLASS 180 2 s 4 4 v :
6,30 <w<12,50 0,35+0,08 max. 0,43
12,50 <w <£20,50 0,39+0,08 max. 0,47
200<w<3,15 0,44 £+ 0,09 max. 0,53
EUROG 1803 3,15<w<6,30 0,46 £ 0,09 max. 0,55
LASS 6,30<w<12,50 0,50+0,11 max. 0,61
12,50 <w < 20,50 064+0,14 max. 0,78

APPLICATION

Dry transformers, electric motors, magnetic coils, generators.

FEATURES

Excellent resistance to mechanical stress.
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