
WWW.EURODRUT.PL                                                             EURODRUT SP. Z O.O. SP. K.                                                          tel.: + 48 61 867 15 53  
WWW.SKLEPEURODRUT.PL                                                      UL. GRUNWALDZKA 479                                                             tel.: + 48 61 867 15 55 
INFO@EURODRUT.PL 62-064 PLEWISKA POLAND 

UEW/130 - round enamelled winding wire of copper with polyurethane,  

solderable, thermal class 130°C 
  

STANDARDS 

MW75-C. IEC60317-4. GB / T6109.4. JIS C 3202.6. 

UL E 164502(R) 

 

DIMENSIONAL RANGE (mm) 

GR1   0.02-0.55  

GR2   0.016-0.55  

GR3   0.016-0.30 

 

APPLICATION 

Relays, small motors, small transformers, magnetic heads, coils for telecommunications devices. 

 

FEATURES  

Soldering at 380°C. Various colors available on request, excellent dielectric properties at high 

frequencies.  

 

 
 

 

UEW/155 - round enamelled winding wire of copper with polyurethane,  

solderable, thermal class 155°C 
 

STANDARDS 

MW79-C. IEC60317-20. GB / T6109.10. JIS C 3202.6. 

UL E 164502(R) 

 

DIMENSIONAL RANGE (mm) 

GR1   0.02-0.55  

GR2   0.016-0.55  

GR3   0.016-0.30 

 

APPLICATION 

Relays, small motors, small transformers, ignition coils, water valves, magnetic heads, coils for 

telecommunications devices. 

 

FEATURES  

Soldering at 400 ° C. Various colors available on request, excellent dielectric properties at high 

frequencies. 
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UEW/180 - round enamelled winding wire of copper with polyurethane,  

solderable, thermal class 180°C 
 

STANDARDS 

MW82-C. IEC60317-51. GB/T6109.23. JIS C 3202.6. 

UL E 164502(R) 

 

DIMENSIONAL RANGE (mm) 

GR1   0.02-0.55  

GR2   0.016-0.55  

GR3   0.016-0.30 

 

APPLICATION 

Relays, micromotors, mini transformers, ignition coils, water valves, magnetic heads, coils for 

telecommunications devices. 

 

FEATURES  

Soldering at 420°C. Various colors available on request, excellent dielectric properties at high 

frequencies. 

 

 

 

3UEW/D - round enamelled winding wire of copper with polyurethane,  

solderable, thermal class 130-180°C 
 

STANDARDS 

JIS C 3202.6. IEC60317-20. 

UL E 164502(R) 

 

DIMENSIONAL RANGE (mm) 

GR3   0.016-0.20 

 

APPLICATION 

Power relays, high frequency relays, time relays, car relays, telecommunication relays, sealed relays. 

 

FEATURES  

Excellent cohesion of the wire resistance, excellent consistency of the insulation layer thickness, high 

filling, suitable for fast winding of the equipment. 
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